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 Specification  

 
Aquagard M Membrane Maintenance & 

Inspection Programme 

 

 

To get the longest life from your Aquagard M membrane roof, deck or gutter - they must be 
regularly inspected & maintained.  
 
When first installed there should be inspections each spring and autumn, to enable the effects of 
annual extremes of weather to be checked. Following that an annual program of inspection and 
cleaning should be established by the building owner as part of general building maintenance.  
 
Roofs, decks and gutters exposed to high levels of pollution or in close proximity to trees might 
require more frequent inspection.  
 
Any inspection should include the interior of the building for signs of water penetration or 
condensation and for alterations, which may have affected the roof, deck or gutters. Externally, 
abutting construction, which can affect the performance, should also be inspected.  
 

Annual Inspections & Cleaning  
Inspections  
The inspection should concentrate on “high risk” areas including penetrations such as sky lights, 
vents, drains and around all roof top equipment, as well as a general inspection of the entire roof, 
deck or gutter. Inspections should also include the examination of the roof, deck or gutter if possible 
from the underside for evidence of leaks, deteriorated decking, structural cracks or movement and 
other deficiencies. Parapets and edging should also be examined for evidence of cracking, 
deterioration and moisture infiltration.  
 
Damage  
If damage is found on the roof, deck or gutter surface it should be repaired immediately by an 
approved applicator. The approved applicator will use approved products and procedures to achieve 
repairs. In the event of an emergency which requires immediate repair to the deck to avoid 
substantial damage to the deck, building or buildings contents, the supplier may instruct the owner 
to make temporary repairs  
 
All structural damage repairs should be at the direction of a structural engineer.  
 
Cleaning  
Location, traffic level, effective drainage, and service use will dictate cleaning requirements. For 
decks - Clean the deck to remove dirt, debris, oil or grease drippings, etc at least every six months. 
Follow the cleaning procedure and cleaner recommendations. Avoid the use of strong solvents, 
especially any hydrocarbon type solvents. Sweeping clean followed by hose and broom washing is 
recommended, not high-pressure water blasting.  
 
Piled snow can significantly load a roof, deck or gutter beyond its design load capacity resulting in 
significant structural cracks and/or more serious structural damage. Therefore immediate removal of 
piled snow is recommended. The use of metal blades should be avoided at all times to prevent 
physical damage to the coating system. Ice should be removed with chemical de-icing materials. 
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Five Year Authorised Inspections  
To maintain your product warranty, every five years you must have an Approved Applicator visit to 

inspect the roof, deck or gutter and ensure it remains in good condition. The Applicator will 

thoroughly check the roof, deck or gutter for signs of damage, water ingress or potential problems. 

As well, they will also check on the condition of the UV protective topcoat which may need recoating 

every 5 – 10 years. 

 

 Applicator Date Signed 

5 Year 
 

   

10 Year 
 

   

15 Year 
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